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Product Identification No.
Produkt-ldentnummer

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / Aktenzeichen

13.11.2017 K6 A-1/2 v . K"t M

EC Pressure Equipment Directive (2014/68/EU)
EG-Druckgeréterichtlinie (2014/68/EU)

VAG GmbH
Carl-Reuther-Strafte 1, D-68305 Mannheim

VAG GmbH
Carl-Reuther-Strafte 1, D-68305 Mannheim
gas fittings: Shut-off valve for local gas distribution <= PN 16 (4313)

soft sealing shut-off gate valve with internal spindle-thread and
exchangeable spindle sealing or rising spindle

BETA® 300/ EKO® plus

laboratory control test: 40-10673 from 30.11.2015 (SZU)

2014/68/EU A 11l B Baumusterprifung (15.04.2014)
DIN EN 13774 (01.05.2013)

29.03.2027 / 17-0739-GDA

DVGW CERT GmbH
Zertifizierungsstelle

Josef-Wirmer-Str. 1-3

Date, Issued by, Sheet, Head of Certification Body ——
Datum, Bearbeiter, Blatt, Leiter der Zertifizierungsstelle

DVGW CERT GmbH is an accredited body by DAkkS according to DIN EN

ISO/IEC 17065:2013 and notified by the government of the Federal Republic
of Germany for certification of pressure equipment under EC Directive

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013

53123 Bonn

Tel. +49228 9188 -888
Fax +49 228 9188 - 993

www.dvgw-cert.com
info@dvgw-cert.com

(( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-02

akkreditierte und von der Deutschen Bundesregierung benannte Stelle fiir die
Zertifizierung von Druckgeréten und Baugruppen geméf Richtlinie
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A-2/2 CE-0085BS0222
Type Technical Data Remarks

Typ Technische Daten Bemerkungen

BETA® 300/ EKO® plus nominal diameter; DN 40

BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus
BETA® 300; EKO® plus

max. allowable pressure PS:

nominal diameter: DN 50

max. allowable pressure PS:

nominal diameter: DN 65

max. allowable pressure PS:

nominal diameter: DN 80

max. allowable pressure PS:

nominal diameter: DN 100

max. allowable pressure PS:

nominal diameter: DN 125

max. allowable pressure PS:

nominal diameter: DN 150

max. allowable pressure PS:

nominal diameter: DN 200

max. allowable pressure PS:

nominal diameter: DN 250

max. allowable pressure PS:

nominal diameter: DN 300

max. allowable pressure PS:

nominal diameter: DN 350

max. allowable pressure PS:

nominal diameter: DN 400

max. allowable pressure PS:

nominal diameter: DN 500

max. allowable pressure PS:
nominal diameter: DN 600/500 (reduced passage)
max. allowable pressure PS:

nominal diameter: DN 600

max. allowable pressure PS:

PS =16 bar
PS =16 bar
PS =16 bar
PS =16 bar
PS = 16 bar
PS = 16 bar
PS = 16 bar
PS = 16 bar
PS = 16 bar
PS =16 bar
PS =10 bar
PS =10 bar
PS =10 bar
PS =10 bar

PS = 10 bar

Type Variation Explanations

Ausfiihrungsvariante Erlduterungen

BETA® 300 product name for VAG-Armaturen

EKO® plus product name for Jihomoravska armaturka spol.s.r.o.

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Medium: gas acc. DVGW-standard DVGW-G260 and none aggressive gas

ambient temperature range: -20 °C to +60 °C
max. operating pressure: 16 bar with flanges (up to DN 300) or plug-in sleeve; 10 bar with flanges (DN 350 to DN 600) or
with integrated PE-endings (DN 50 up to DN 200)
dimension: row 14 or 15 acc. DIN EN 558-1

connection:

both sides flanges acc. DIN EN 1092-2 (all diameters)

or plug-in sleeve system BAIO (only DN 80, 100, 150, 200)

or integrated metallic fitting for jointing materials (only DN 80 to 200) for pipes made of PE 100, d 63 to d 225 (SDR 11)

actuation: handwheel or underground set, optional with interface for electrical actuator

body material: cast iron EN-GJS-400-15
corrosion protection: epoxy coating
the product is also distributed by the company VAG s.r.0., Lipova Alej 1 ,CZ2-69501 Hodonin




