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DIN-DVGW type examination certificate

DIN-DVGW-Baumusterpriifzertifikat
e e e e SRRy

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

¢« Date of Expiry / File No.
¢ Ablaufdatum / Aktenzeichen

12.10.2021 LE A-1/2 /.7..,0')‘)’ ////

NW-6217CN0131

Registration Number
Registriemummer

products of water supply
Produkte der Wasserversorgung

VAG GmbH
Carl-Reuther-StralRe 1, D-68305 Mannheim

VAG GmbH
Carl-Reuther-Stralle 1, D-68305 Mannheim

valves for water supply: valves for water supply, control valves (6217)

pilot operated pressure reducing valve for the drinking water supply

VAG PICO®

laboratory control test: AO 055/20 from 03.02.2021 (TZW)
type testing: A0 002/16 from 19.02.2016 (TZW)

type testing: A0 013/12 from 29.05.2012 (TZW)
UBA-Guideline: KA 0284/3 from 18.04.2016 (TZW)
hygienic testing: 415.975 from 08.10.2015 (OFI)

DVGW W 363-(P) (01.06.2010)

DIN EN 1074-5 (01.04.2001)

UBA BWGL-Metalle (14.05.2020)

UBA Ubergangsregelung KTW-BWGL (10.07.2020)
UBA ELASTOM (16.03.2016)

DVGW W 270 (01.11.2007)

29.05.2026 / 21-0836-WNV

DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certificatio

n Body
Datum, Bearbeiter, Blatt, Leiter derZerﬁﬁzierny}iéﬂe

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49 228 9188-888
Fax +49228 9188-993

www.dvgw-cert.com
info@dvgw-cert.com
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A-212 NW-6217CN0131
Type Technical Data Remarks
Typ Technische Daten Bemerkungen
VAG PICO® pressure rating: PN 16

nominal diameter: DN 100

VAG PICO® pressure rating: PN 16

nominal diameter: DN 65
VAG PICO® pressure rating: PN 16
nominal diameter: DN 80
VAG PICO® pressure rating: PN 16
nominal diameter: DN 100
VAG PICO® pressure rating: PN 16
nominal diameter: DN 125
VAG PICO® pressure rating: PN 16
nominal diameter: DN 150
VAG PICO® pressure rating: PN 16
nominal diameter: DN 200
VAG PICO® pressure rating: PN 16
nominal diameter: DN 250
VAG PICO® pressure rating: PN 16

nominal diameter: DN 300




