Einbauzeichnung / installation drawing
VAG EROX® plus / ERI® plus

e Teleskopierbare Spindelverlangerung; Konsolensaulenstander, Elektro-Antrieb; optional verstellbares Wandlager
e Telescopic stem extension ; bracket headstock ,electric actuator; optionally adjustable wall bearing
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Ymin Xmin
DN Tmin Tmax SA . TEA Xmin Ymin Zmin (2]
150 | 1500 5600 07.6 290 200 450 150 62
200 | 1600 5700 07.6 290 200 530 150 62
250 | 1700 5800 07.6 290 200 580 150 62
300 | 1800 5900 07.6 290 200 630 150 62
400 | 2000 6100 07.6 290 200 730 150 62
500 | 2200 6300 07.6 290 200 830 150 62
600 | 2400 6500 07.6 290 200 930 150 62
700 | 2600 6700 10.2 290 600 1050 | 150 62
800 | 2800 7000 10.2 290 600 1150 | 150 62 : ———
900 [ 3000 | 7150 | 10.2 290 600 | 1250 | 150 62 Weitere Baum‘i(%e/ other dimensions :
1000 | 3200 | 7350 | 142 320 600 | 1350 | 150 62 *  EROX'plus KAT-A-2452
1200 | 3600 7750 14.2 320 600 1550 | 150 62 *  ERI"plus KAT-A-2453

Alle MaBe in mm / dimensions in mm
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