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Certificate
Report  No. / Manufacturer  No. / Validity remark:

Material Manufacturer
acc. to AD 2000-Merkblatt W 0

TÜV NORD Systems GmbH & Co. KG confirms that the manufacturer

has been inspected and recognised as a material manufacturer in accordance with the 
requirements of the certification scheme TNS-AD2000-W0 acc. to AD 2000-Merkblatt W 0.

For details, see the report and the scope of the assessment.

The manufacturer has the following requirements:
 facilities for proper manufacturing and testing,
 appropriate processes for the manufacture of the products,
 skilled personnel for the manufacture and testing of the products and
 a quality management system with corresponding records that ensures proper

manufacture of the products and compliance with the requirements specified in
the material specification.

Certification Body

TÜV NORD Systems GmbH & Co. KG
Große Bahnstraße 31, 22525 Hamburg, Germany
tuev-nord.de |

https://www.tuev-nord.de/en/customer-login/digital-signature/
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Scope of Approval 

Report  No. / Manufacturer  No. / Validity remark: 

No. Material designation     Specification RemarksDimensions 
thickn./ Ø weight

AD 2000 Merkblatt 
acc. to W series

Delivery cond.  Product form 
[info]


	Ort, Datum: Praha, 11.09.2023
		2023-11-03T11:09:44+0100
	Srnec Mojmir


	e-mail: certifications@tuev-nord.de
	Lenkung: Certificate AD2000 W 0 EN | Rev. 12 | 05.23
	LenkungName: 
	ZertNr: TN/AD2000-W0/1202/23
	Text2: 4323308/01 / 1202 / 09.2023 - 09.2026
	Betrieb: 
	0: VAG s.r.o.
	1: Lipová alej 3087/1
	2: CZ 695 01 Hodonín
	3: 
	4: 

	Text11: 
	0: 1
	1: 
	2: 
	3: 
	4: 
	5: 2
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text12: 
	0: EN-GJL200 (GG20)
	1: EN-GJL250 (GG25)
	2: 
	3: 
	4: 
	5: EN-GJS400-15  (GGG40)
	6: EN-GJS500-7  (GGG50)
	7: EN-GJS400-18-LT (GGG40.3)
	8: EN-GJS400-18
	9: EN-GJS400-18RT
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text13: 
	0: EN 1561
	1: (DIN 1691)
	2: 
	3: 
	4: 
	5: EN 1563
	6: (DIN 1693)
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text14: 
	0: U
	1: 
	2: 
	3: 
	4: 
	5: U
	6: 
	7: fg
	8: 
	9: 
	10: 
	11: 
	12: U - untreated
	13: fg ferritic heat 
	14: treatment
	15: 
	16: 

	Text15: 
	0: castings for valve
	1: bodies
	2: 
	3: 
	4: 
	5: castings for valve
	6: bodies
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text16: 
	0: 50 mm
	1: 
	2: 
	3: 
	4: 
	5: 50 mm
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text18: 
	0: AD 2000 W3/1
	1: AD 2000 MBl. A4
	2: 
	3: 
	4: 
	5: AD 2000 W3/2
	6: AD 2000 MBl. A4
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text19: 
	0: 
	1: 
	2: 
	3: 
	4: 
	5: 
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Text17: 
	0: 0,5 - 450 kg
	1: 
	2: 
	3: 
	4: 
	5: 0,5 - 450 kg
	6: 
	7: 
	8: 
	9: 
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 

	Button_Seite_2: 
	Lieferzustand: +AT = solution annealed; +N = normalised, normalising formed; +U = untreated; +NT = normalised and tempered; +QT = quenched and tempered; +M = thermomechanically formed; +AR = as rolled; +SR = stress relieved; +A = soft annealed; +CR = cold rolled.
(further symbols EN 10027-1, Tab. 18)
CLICK TO CLOSE.
	Button_Lieferzustand: 


